
PROTECTION MODE

IP20
LIFE TIME

40000h
DIMMER

0-10V

S U R F A C E  M O U N T02 G L A R E L E S S  D O W N  L I G H T

O P T I O N A L  A C C E S S O R I E S

P O W E R  S U P P L Y  /  D I M M E R  S W I T C H

Single Track

Di�usion Lens
DL-54/4.5

Di�usion Lens
DL-54/3.0

Di�usion Lens
DL-54/1.5

Honeycomb Louver
HL-54

Spread Lens
SL-54

Edge smoothing Lens
ES-54

CONNECT

CEILING
CONNECT

TRACK

A l u m i n u m  e x t r u s i o n
P o w d e r  c o a t i n g  p a i n t e d

2 7 0 0
3 0 0 0
3 5 0 0

N a r r o w

13°

M e d i u m

23°

W i d e

30°

UML-M100NFG-27

0 1 22 1 33
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2

1

0
H(m)

Φ0.92

Φ0.69

Φ0.46

Φ0.23

D(m)

540

960

2160

8640

E(lx)

Luminous Flux
800 lm
Power Consumption
13.8 W

58.0 lm/W
Maximum Intensity
8640 cd

UML-M100NFG-30

0 1 22 1 33
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2

1

0
H(m)

Φ0.94

Φ0.71

Φ0.47

Φ0.24

D(m)

600

1060

2390

9550

E(lx)

Luminous Flux
889 lm
Power Consumption
13.8 W

64.4 lm/W
Maximum Intensity
9550 cd

UML-M100NFG-35

0 1 22 1 33
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3

2

1

0
H(m)

Φ0.94

Φ0.71

Φ0.47

Φ0.24

D(m)

607

1073

2420

10068

E(lx)

Luminous Flux
937 lm
Power Consumption
13.8 W

67.9 lm/W
Maximum Intensity
10068 cd

Luminous Flux
1073 lm
Power Consumption
13.8 W

77.5 lm/W
Maximum Intensity
5490 cd

UML-M100MFG-27

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.27

Φ0.96

Φ0.64

Φ0.32

D(m)

340

610

1370

5490

E(lx)

Luminous Flux
1191 lm
Power Consumption
13.8 W

86.2 lm/W
Maximum Intensity
6060 cd

UML-M100MFG-30

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.67

Φ1.25

Φ0.83

Φ0.42

D(m)

380

670

1510

6060

E(lx)

Luminous Flux
1205 lm
Power Consumption
13.8 W

87.2 lm/W
Maximum Intensity
6135 cd

UML-M100MFG-35

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.67

Φ1.25

Φ0.83

Φ0.42

D(m)

385

678

1529

6135

E(lx)

Luminous Flux
1051 lm
Power Consumption
13.8 W

76.3 lm/W
Maximum Intensity
3810 cd

UML-M100WFG-27

0 1 22 1 33
4
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2

1

0
H(m)

Φ2.05

Φ1.54

Φ1.02

Φ0.51

D(m)

240

420

950

3810

E(lx)

Luminous Flux
1202 lm
Power Consumption
13.8 W

86.9 lm/W
Maximum Intensity
4010 cd

UML-M100WFG-30

0 1 22 1 33
4
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0
H(m)

Φ2.17

Φ1.63

Φ1.09

Φ0.54

D(m)

250

450

1000

4010

E(lx)

Luminous Flux
1217 lm
Power Consumption
13.8 W

88.0 lm/W
Maximum Intensity
4060 cd

UML-M100WFG-35

0 1 22 1 33
4

3

2

1

0
H(m)

Φ2.17

Φ1.63

Φ1.09

Φ0.54

D(m)

253

456

1012

4060

E(lx)

C R IP o w e r  c o n s u m p t i o n 1 3 . 8 W

B o d y  M a t e r i a l s

W e i g h t 0 . 8 k g

R e f l e c t o r  M a t e r i a l s A l u m i n u m

K e l v i n

S P E C I F I C A T I O N S

O P T I C A L  D A T A R a ≧ 9 0

16
5

18
0

Φ100

POWER UNIT

INSIDE
LED SYS

COB
VOLTAGE

���
�����

around
10W

S

retrofit

Mini

M
around
15W

MM
around
20W

around
27W

L

Mega
around
35W

CRI

Ra≧80
CRI

Ra≧90
CRI

Ra≧97

R a ≧ 8 0
R a ≧ 9 0
R a ≧ 9 7

White Paint finish
with White body

Black Paint finish
with Black body

Chrome
with Black body

Black Chrome
with Black body

Black Chrome
with White body

ECIV0372I1JP-D

Suitable Power supply
for Dimmable  5
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