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S P E C I F I C A T I O N S

D i e - c a s t  a l u m i n u m

P o w e r  c o n s u m p t i o n 1 9 . 3 W
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O P T I O N A L  A C C E S S O R I E S

Di�usion Lens
DL-60/4.5

Di�usion Lens
DL-60/3.0

Di�usion Lens
DL-60/1.5

Hood for glare cut 40d
HLD-7540

Hood for glare cut 20d
HLD-7520

Standard Equipment

Honeycomb Louver
HL-60

Spread Lens
SL-60

Edge smoothing Lens
ES-60

P O W E R  S U P P L Y  /  D I M M E R  S W I T C H

S P O T  L I G H T01

N a r r o w

16°

M e d i u m

25°

W i d e

34°

V e r y  W i d e

50°

USL-MM75N-30

0 1 22 1 33
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1

0
H(m)

Φ1.14

Φ0.86

Φ0.57

Φ0.29

D(m)

870

1540

3470

13900

E(lx)

Luminous Flux
1654 lm
Power Consumption
19.3 W

85.7 lm/W
Maximum Intensity
13900 cd

USL-MM75N-35

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.14

Φ0.86

Φ0.57

Φ0.29

D(m)

918

1626

3663

14672

E(lx)

Luminous Flux
1746 lm
Power Consumption
19.3 W

90.4 lm/W
Maximum Intensity
14672 cd

USL-MM75N-40

0 1 22 1 33
4

3

2
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0
H(m)

Φ1.14

Φ0.86

Φ0.57

Φ0.29

D(m)

931

1649

3715

14881

E(lx)

Luminous Flux
1771 lm
Power Consumption
19.3 W

91.7 lm/W
Maximum Intensity
14881 cd

Luminous Flux
1620 lm
Power Consumption
19.3 W

83.9 lm/W
Maximum Intensity
7440 cd

USL-MM75M-30

0 1 22 1 33
4
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0
H(m)

Φ1.80

Φ1.35

Φ0.90

Φ0.45

D(m)

470

830

1860

7440

E(lx)

Luminous Flux
1710 lm
Power Consumption
19.3 W

88.6 lm/W
Maximum Intensity
7853 cd

USL-MM75M-35
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H(m)

Φ1.80

Φ1.35

Φ0.90

Φ0.45

D(m)

496

876

1963

7853

E(lx)

Luminous Flux
1734 lm
Power Consumption
19.3 W

89.8 lm/W
Maximum Intensity
7965 cd

USL-MM75M-40
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H(m)

Φ1.80

Φ1.35

Φ0.90

Φ0.45

D(m)

503

889

1991

7965

E(lx)

Luminous Flux
1612 lm
Power Consumption
19.3 W

83.4 lm/W
Maximum Intensity
4590 cd

USL-MM75W-30

0 1 22 1 33
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H(m)

Φ2.45

Φ1.84

Φ1.22

Φ0.61

D(m)

290

510

1150

4590

E(lx)

Luminous Flux
1701 lm
Power Consumption
19.3 W

88.1 lm/W
Maximum Intensity
4845 cd

USL-MM75W-35

0 1 22 1 33
4
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0
H(m)

Φ2.45

Φ1.84

Φ1.22

Φ0.61

D(m)

306

538

1214

4845

E(lx)

Luminous Flux
1725 lm
Power Consumption
19.3 W

89.3 lm/W
Maximum Intensity
4914 cd

USL-MM75W-40

0 1 22 1 33
4
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H(m)

Φ2.45

Φ1.84

Φ1.22

Φ0.61

D(m)

310

546

1231

4914

E(lx)

Luminous Flux
1193 lm
Power Consumption
19.3 W

61.8 lm/W
Maximum Intensity
2216 cd

USL-MM75VW-30
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H(m)

Φ3.28

Φ2.46

Φ1.64

Φ0.82

D(m)

138

246

554

2216

E(lx)

Luminous Flux
1259 lm
Power Consumption
19.3 W

65.2 lm/W
Maximum Intensity
2247 cd

USL-MM75VW-35

0 1 22 1 33
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H(m)

Φ3.28

Φ2.46

Φ1.64

Φ0.82

D(m)

140

250

562

2247

E(lx)

Luminous Flux
1277 lm
Power Consumption
19.3 W

66.2 lm/W
Maximum Intensity
2250 cd

USL-MM75VW-40

0 1 22 1 33
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H(m)

Φ3.28

Φ2.46

Φ1.64

Φ0.82

D(m)

141

250

563

2250

E(lx)

O P T I C A L  D A T A R a ≧ 9 0

around
10W

S

retrofit

Mini

M
around
15W

MM
around
20W

around
27W

L

Mega
around
35W


