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POWER UNIT
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LED SYS

COB���
����

VOLTAGE

CONNECT

CEILING

CONNECT

TRACK

CRI

Ra≧80
CRI

Ra≧90
CRI

Ra≧97

3 5 0 0

Black

3 0 0 0

4 0 0 0

S P E C I F I C A T I O N S

D i e - c a s t  a l u m i n u m

P o w e r  c o n s u m p t i o n 3 5 . 0 W

B o d y  M a t e r i a l s D i e - c a s t  a l u m i n u m
A l u m i n u m  e x t r u s i o n
P o w d e r  c o a t i n g  p a i n t e d

W e i g h t 1 . 1 6 k g

L e n s  M a t e r i a l s P o l y c a r b o n a t e

K e l v i n

S P O T  L I G H T01

C R I R a ≧ 8 0
R a ≧ 9 0
R a ≧ 9 7

130°

T R A C K

D R A W I N G

15
4

159

Φ
75

PROTECTION MODE

IP20
LIFE TIME

40000h



O P T I O N A L  A C C E S S O R I E S

Di�usion Lens
DL-60/4.5

Di�usion Lens
DL-60/3.0

Di�usion Lens
DL-60/1.5

Hood for glare cut 40d
HLD-7540

Hood for glare cut 20d
HLD-7520

Standard Equipment

Honeycomb Louver
HL-60

Spread Lens
SL-60

Edge smoothing Lens
ES-60

P O W E R  S U P P L Y  /  D I M M E R  S W I T C H

N a r r o w

16°

M e d i u m

25°

W i d e

34°

V e r y  W i d e

50°

USL-Me75N-30

0 1 22 1 33
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3

2

1

0
H(m)

Φ1.15

Φ0.87

Φ0.58

Φ0.29

D(m)

1373

2430

5475

21931

E(lx)

Luminous Flux
2609 lm
Power Consumption
35.0 W

74.6 lm/W
Maximum Intensity
21931 cd

USL-Me75N-35

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.15

Φ0.87

Φ0.58

Φ0.29

D(m)

1449

2565

5779

23150

E(lx)

Luminous Flux
2755 lm
Power Consumption
35.0 W

78.7 lm/W
Maximum Intensity
23150 cd

USL-Me75N-40

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.15

Φ0.87

Φ0.58

Φ0.29

D(m)

1469

2601

5861

23477

E(lx)

Luminous Flux
2690 lm
Power Consumption
35.0 W

76.8 lm/W
Maximum Intensity
23477 cd

Luminous Flux
2556 lm
Power Consumption
35.0 W

73.0 lm/W
Maximum Intensity
11739 cd

USL-Me75M-30

0 1 22 1 33
4
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0
H(m)

Φ1.82

Φ1.36

Φ0.91

Φ0.45

D(m)

742

1310

2935

11739

E(lx)

Luminous Flux
2698 lm
Power Consumption
35.0 W

77.1 lm/W
Maximum Intensity
12391 cd

USL-Me75M-35

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.82

Φ1.36

Φ0.91

Φ0.45

D(m)

783

1382

3098

12391

E(lx)

Luminous Flux
2621 lm
Power Consumption
35.0 W

74.9 lm/W
Maximum Intensity
12566 cd

USL-Me75M-40

0 1 22 1 33
4
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2

1

0
H(m)

Φ1.82

Φ1.36

Φ0.91

Φ0.45

D(m)

794

1402

3142

12566

E(lx)

Luminous Flux
2543 lm
Power Consumption
35.0 W

72.6 lm/W
Maximum Intensity
7242 cd

USL-Me75W-30

0 1 22 1 33
4
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0
H(m)

Φ2.47

Φ1.85

Φ1.24

Φ0.62

D(m)

458

805

1814

7242

E(lx)

Luminous Flux
2684 lm
Power Consumption
35.0 W

76.7 lm/W
Maximum Intensity
7645 cd

USL-Me75W-35

0 1 22 1 33
4
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2

1

0
H(m)

Φ2.47

Φ1.85

Φ1.24

Φ0.62

D(m)

483

849

1915

7645

E(lx)

Luminous Flux
2607 lm
Power Consumption
35.0 W

74.5 lm/W
Maximum Intensity
7752 cd

USL-Me75W-40

0 1 22 1 33
4

3

2

1

0
H(m)

Φ2.47

Φ1.85

Φ1.24

Φ0.62

D(m)

490

861

1942

7752

E(lx)

Luminous Flux
1882 lm
Power Consumption
35.0 W

53.8 lm/W
Maximum Intensity
3378 cd

USL-Me75VW-30

0 1 22 1 33
4
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0
H(m)

Φ3.28

Φ2.46

Φ1.64

Φ0.82

D(m)

211

375

844

3378

E(lx)

Luminous Flux
1986 lm
Power Consumption
35.0 W

56.7 lm/W
Maximum Intensity
3425 cd

USL-Me75VW-35

0 1 22 1 33
4
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2

1

0
H(m)

Φ3.28

Φ2.46

Φ1.64

Φ0.82

D(m)

214

381

856

3425

E(lx)

Luminous Flux
1929 lm
Power Consumption
35.0 W

55.1 lm/W
Maximum Intensity
3430 cd

USL-Me75VW-40

0 1 22 1 33
4

3

2

1

0
H(m)

Φ3.28

Φ2.46

Φ1.64

Φ0.82

D(m)

214

381

858

3430

E(lx)

S P O T  L I G H T01

O P T I C A L  D A T A R a ≧ 9 0

around
10W

S

retrofit

Mini

M
around
15W

MM
around
20W

around
27W

L

Mega
around
35W


