Power consumption

Weight

Body Materials

Reflector Materials

VOLTAGE
100-
240

LEDSYS

CoB

OPTICAL DATA

35°

Medium

55°

Wide

SPECIFICATIONS

DIMMER

0-10v

33.1W

0.95kg

Die-cast aluminum
Aluminum extrusion

Powder coating painted

Polycarbonate
POWER UNIT- ouTouT GLARE CUT CRI
OUTSIDE | 125 30 Ra280
Raz 80
UDL-Me125MF-30 E(Ix) D(m)  H(m)
0
Luminous Flux
30751m 1 "y 1
Power Consumption
BIw 1979 D1 2
Efficiency
92.9 mW 5 o192 | 3
Maximum Intensity
51 cd 4 oose | 4
3 2 1 0 2 3
UDL-Me125WF-30 E(Ix) D(m)  H(m)
0
Luminous Flux
3221 1m o D105 1
Power Consumption
BIw 970 @209 | 2
Efficiency
97.5Im/W 430 o314 3
Maximum Intensity
3860 cd 240 o419 4
3 2 1 0 2 3

POWER SUPPLY / DIMMER SWITCH

Suitable Power supply
for NonDimmable
ECIV0854I1IP

Suitable Power supply
for Dimmable
ECIVO854I1IP-D

OPTIONAL ACCESSORIES

tm/ Honeycomb Louver

HL-60

03 STANDARD DOWN LIGHT recunicar sase

CRI
2
Kelvin 3000
3500
4000
Ra290» ' P20 = 40000h

UDL-Me125MF-35

H(m)

0

1

2

E(lx) D(m)
Luminous Flux
27im 7 gLa 90,63

Power Consumption
Baw 1994 oilog
Efficiency
94.5mW 8 o192
Maximum Intensity

986 cd 496 o2l56

3 2 1 o0 2

UDL-Me125WF-35 E(Ix) D(m)
Luminous Flux
31 m 41 »1.04
Power Consumption
Baw 1082 @209
Efficiency
103.0 tm/w 456 »3113
Maximum Intensity
4137 cd o448

3 2 1

— Chrome
r > ©90
o ™ with White trim }‘—“
- Black Paint finish
with Black trim ':\r
(—j Chrome
-rs with Black trim
0135
UDL-Me125MF-40 ey D(m)  H(m)
0
Luminous Flux
53m 8050 $0.63—| 1
Power Consumption
Biw 2046 o108 | 2
Efficiency
95.2 Im/W 0 »1.9 3
Maximum Intensity
50 cd 0 0256 | 4
3 2 1 0 2 3
UDL-Me125WF-40 ey D(m)  H(m)
0
Luminous Flux
3438 Im 4170 o104 1
Power Consumption
BaAwW 1040 o209 2
Efficiency
103.8im/W 460 »3l1 3
Maximum Intensity
4170 cd 260 o418 | 4

3 2 1

Recommended Dimmer Switch
WTDF 57626

SUMI

Mega

around

35w



