
R a ≧ 8 0
R a ≧ 9 0
R a ≧ 9 7

C R I

D i e - c a s t  a l u m i n u m

P o w e r  c o n s u m p t i o n 8 . 8 W  /  9 . 3 W

B o d y  M a t e r i a l s D i e - c a s t  a l u m i n u m
A l u m i n u m  e x t r u s i o n
P o w d e r  c o a t i n g  p a i n t e d

W e i g h t 0 . 2 8 k g

R e f l e c t o r  M a t e r i a l s P o l y c a r b o n a t e

K e l v i n 2 7 0 0
3 0 0 0

CUT OUT

75
GLARE CUT

35
POWER UNIT

OUTSIDE
DIMMER

0-10V
LED SYS

COB
VOLTAGE

N a r r o w

13°

M e d i u m

24°

W i d e

31°

UDL-S75NFG-27

0 1 22 1 33
4

3

2

1

0
H(m)

Φ0.92

Φ0.69

Φ0.46

Φ0.23

D(m)

280

500

1120

4500

E(lx)

Luminous Flux
420 lm
Power Consumption
8.8 W

47.7 lm/W
Maximum Intensity
4500 cd

UDL-S75NFG-30

0 1 22 1 33
4

3

2

1

0
H(m)

Φ0.95

Φ0.71

Φ0.47

Φ0.23

D(m)

320

560

1270

5080

E(lx)

Luminous Flux
490 lm
Power Consumption
8.8 W

55.7 lm/W
Maximum Intensity
5080 cd

Luminous Flux
520 lm
Power Consumption
9.3 W

55.9 lm/W
Maximum Intensity
2920 cd

UDL-S75MFG-27

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.52

Φ1.14

Φ0.76

Φ0.38

D(m)

180

320

730

2920

E(lx)

Luminous Flux
540 lm
Power Consumption
9.3 W

58.1 lm/W
Maximum Intensity
3000 cd

UDL-S75MFG-30

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.53

Φ1.15

Φ0.76

Φ0.38

D(m)

190

330

750

3000

E(lx)

Luminous Flux
570 lm
Power Consumption
9.3 W

61.3 lm/W
Maximum Intensity
2340 cd

UDL-S75WFG-27

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.78

Φ1.34

Φ0.89

Φ0.44

D(m)

150

260

590

2340

E(lx)

Luminous Flux
600 lm
Power Consumption
9.3 W

64.5 lm/W
Maximum Intensity
2430 cd

UDL-S75WFG-30

0 1 22 1 33
4

3

2

1

0
H(m)

Φ1.77

Φ1.32

Φ0.88

Φ0.44

D(m)

150

270

610

2430

E(lx)

S P E C I F I C A T I O N S

O P T I C A L  D A T A R a ≧ 9 0

12
5

Φ84

White Paint finish
with White trim

Black Paint finish
with Black trim

Chrome
with Black trim

Black Chrome
with Black trim

Black Chrome
with White trim

���
�����

around
10W

S

retrofit

Mini

M
around
15W

MM
around
20W

around
27W

L

Mega
around
35W

CRI

Ra≧80
CRI

Ra≧90
CRI

Ra≧97

02 G L A R E L E S S  D O W N  L I G H T F I X E D

O P T I O N A L  A C C E S S O R I E S

P O W E R  S U P P L Y  /  D I M M E R  S W I T C H

ECIV0251I1JP-D

Suitable Power supply
for Dimmable

ECIV0251I1JS

Suitable Power supply
for NonDimmable  4

0

 4
0

165

 5
0

 4
3

184

Recommended Dimmer Switch
WTDF 57626

Di�usion Lens
DL-54/4.5

Di�usion Lens
DL-54/3.0

Di�usion Lens
DL-54/1.5

Honeycomb Louver
HL-54

Spread Lens
SL-54

Edge smoothing Lens
ES-54

PROTECTION MODE

IP20
LIFE TIME

40000h


