
S U R F A C E  M O U N T02 G L A R E L E S S  D O W N  L I G H T

O P T I O N A L  A C C E S S O R I E S

P O W E R  S U P P L Y  /  D I M M E R  S W I T C H
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Φ125
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Luminous Flux
3075 lm
Power Consumption
33.1 W

92.9 lm/W
Maximum Intensity
7851 cd

UML-Me125MFG-30
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7851

E(lx)

Luminous Flux
3153 lm
Power Consumption
33.1 W

95.2 lm/W
Maximum Intensity
8050 cd
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8050

E(lx)

Luminous Flux
3221 lm
Power Consumption
33.1 W

97.5 lm/W
Maximum Intensity
3880 cd
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Luminous Flux
3438 lm
Power Consumption
33.1 W

103.8 lm/W
Maximum Intensity
4170 cd
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M e d i u m

35°

W i d e

55°

A l u m i n u m  e x t r u s i o n
P o w d e r  c o a t i n g  p a i n t e d

C R IP o w e r  c o n s u m p t i o n 3 3 . 1 W

B o d y  M a t e r i a l s

W e i g h t 1 . 5 9 k g

R e f l e c t o r  M a t e r i a l s A l u m i n u m

K e l v i n

S P E C I F I C A T I O N S

O P T I C A L  D A T A R a ≧ 8 0

around
10W

S

retrofit

Mini

M
around
15W

MM
around
20W

around
27W

L

Mega
around
35W

CONNECT

CEILING
CONNECT

TRACK
POWER UNIT

INSIDE
LED SYS

COB
VOLTAGE
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CRI

Ra≧80

R a ≧ 8 0

White Paint finish
with White body

Chrome
with Black body

Black Paint finish
with Black body

ECIV0854I1JP-D

Suitable Power supply
for Dimmable  5
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184

PROTECTION MODE

IP20
LIFE TIME

40000h

Single Track


